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ProTex
DESCRIPTION
ProTex is designed to quickly open dried or clogged images on the screen during the production run.  Use ProTex on 
textile inks without harming the emulsion.  Excellent for press side wash up, color changes and as a pre-step to color 
changes.  ProTex may be rinsed with water and is drain safe.

ADVANTAGES
• Quick Action 
• Drain Safe
• Non-Hazardous 
• Safe on Emulsions  
• Non-Flammable

DIRECTIONS
Spray or wipe the affected area with ProTex on the ink side of the screen.  Continue to wipe the area, turning the 
towel frequently until dry.  Before resuming printing, always test your print quality on test materials to ensure all 
residue has been eliminated.  

TYPICAL PRODUCT PROPERTIES
Appearance ------------------------------- Clear, yellow liquid
Odor---------------------------------------- Citrus
pH ------------------------------------------ N/A
Flash Point -------------------------------- 115°F
Specific Gravity --------------------------- 0.85
Weight, per U.S. gallon ------------------- 7.1 lbs.
Stability ------------------------------------ Stable
DOT Shipping ----------------------------- Non-hazardous

AVAILABLE PACKAGE SIZES
55 Gallon Drum --------- #01467-D5505
30 Gallon Drum --------- #01467-D3004
5 Gallon Pail ------------ #01467-P5010
4x1 Gallon Case -------- #01467-C4201

press & screen wash


